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Trxcom® | 2 Contact Material:Phosphor Bonze C5210R-EH Thickness=0. 35mm
TRJ19695CNL E Pins:Brass C2680R-H Thickness=0. 35mm
] [ China M YYWW | 32

s

Shield:SUS 201-1/2H Thickness=0. 2mm

Contact plating: Gold 6 micro—inches min. In contact area.
3.Wave solder tip temperature: 265°C Max,
4. UL Certification: File Number E321120
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ELECTRICAL SPECFICATIONS @25°C

1.

.Cross talk:

Turn Ratio(=£3%) :
TX=1CT: 1CT RX=1CT: 1CT

. Inductance OCL:

350ull MIN @ 100KHz 0.1V 8mA DC Bias

.DCR: 1.2Q MAX
. Insertion Loss:

-1.0dB MAX @ 1-100MHz

.Return Loss:

—-18dB MIN @ 1-30MHz
-15dB MIN @ 30-60MHz
-12dB MIN @ 60-100MHz

RoHS

2011/65/EU

-40dB MIN @ 1-30MHz
-35dB MIN @ 30-60MHz
-30dB MIN @ 60-100MHz

. Common Mode Rejection:

-30dB MIN @ 1-50MHz
—-20dB MIN @ 50-100MHz

.Hipot Test: 1500Vrms
.Operating Temperature Range: 0°C TO 70°C.
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